
Construction and Demolition Debris Recycling

 Daily Log of Construction and Demolition (C&D) Materials Removed or Reused on Job Site

Date: ____/____/______  to  ____/____/______ Name of Person Verifying Accuracy:__________________________

Materials Telephone Number:_________________________

Inerts

Asphalt & Concrete Cabinets, Doors, Fixtures, Windows Mixed Recyclables
1

Brick/Masonry/Tile Cardboard Roofing Materials

Dirt Carpet Scrap Metal

Mixed Inerts
1

Padding/Foam (carpet) Stucco, Cement (no wire)

Ceiling Tile (acoustic) Unpainted Wood & Pallets

Drywall (used) Trash

Drywall (new, unpainted or scrap) Other (describe)

Landscaping (brush, trees, stumps, etc.)

(1) Mixed items must be taken to an approved mixed processing facility.

Date Material Type

TOTAL

Debris 

Quantity

Salvage, 

Reuse, or 

Recycled Disposal Hauler/Truck Type Final destination for materials
Example1/5/08 Concrete 10 yards √ Self haul/10 Wheel Hanson

0

0

0

0

0

0

0

0

0

0

0

0

0

0

0

Totals
0 0 0

Remaining Materials

(2) Asbestos, hazardous debris, treated wood, contaminated soil and other restricted materials require special handling.

The County of San Diego C&D ordinance requires recycling/reuse of  90% inerts and 70% of the remaining materials. 
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